
Environmental characteristics:

Operating temperature: - 40 °C to + 85 °C 
Storage temperature: - 50 °C to + 85 °C
Protection: IP 65 

Standards:

Conception  EN 14752
Application  EN 50155
Environment  EN 60068, EN 60529
EMC   EN 50121-3-2
Cable   EN 50306-4
Fire/smoke  NFF 16-101/102, EN 45545-2
Shock/vibrations EN 61373

Mechanical characteristics:

Front or rear mounting
3 screw or M4 threaded stud mounting 
Bezel: shape, material and color according to M-DOOR 
range characteristics
(contact us)

Electrical characteristics:

Power supply: 24 V DC, 110 V DC (others on request)
Protection against polarity reverse
Standard cable length 130mm
Connection: Souriau SMS4PDH3 connector
(other on request)

Multidirectional indicator light

Visible in all directions 
Ø 40mm protective glass 
Two-colored (green / red)
Blinking version

Dimensions

Ø 87 mm Ø 40 mm 

120°

120°

D 

Ø 65 mmM4

E 5mm max

E < 3mm D = Ø 43.7 mm +0.3

E > 3mm D = Ø 44.7 mm +0.3
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Connection diagram

Luminous characteristics:

LED color: red, green (others on request)
Protective glass color: opaline 
Option : flashing mode

+24V /+110V red

0 V

+24V /+110V green

+24V /+110V = �xed
0V or open = blinking

13.5 mm

M-Door range
LED indicator light
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